816871(1)— 5+ 816892(1)—10* 812355(1)
Pawl Link 1/4” Steel Ball

Torque Spring
816878(2)—20*

Belleville Washer

816885(4)—10* 812583(1)

8 s 816847(1)—10%
1/16” Steél Ball orque Bbloc %_3. Lock Washer
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Pin & Spring Adapter \\ ﬁ
816799(1)—5* 816870(2)—10* 816883(1)—5* 812204(1) 812224(1)
Head Bearing Pin Pawl Pin Spacer Adjusting Plug Lock Plug
(includes retaining ring)
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812093(1) |
Tang // N /
816897(1)—10* 814750(1)
Retaining Ring Case, Etched 812352(1)
Grip
230224, eAsE
816799—THIS PIN IS FORMED OVER \
CUSTOMER MUST GRIND OFF FORMED END FoRM DR
& INSTALL THIS PIN FORMING THE HEAD /
OVER THE RETAINING RING AS SHOWN.
RETAINING RING oEhoRe /\\ﬁ
SSEMBLY RETAINING RING ASSEMBLY
857045—Instructions LEGEND: () = Quantity/Tool
811237—Tang Ass’y. (Includes Tang & Pin & spring adapter) * = Quantity/Multi—Pak
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